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it. Examination of Various Turbine and Machine Olls in the Baader Apparatus 25X1KX 
(Long Range Tests) 1-) 


Deseribes results of Baader tests of Leuna Turbine O11 Ila, luetzkendorfer 
turbine oil, DIE-turbine oil and Zeitz machine ofl to determine their effects 
on copper, tron, tin, lead, red brass, brass, WM 10 and WM 80. Wile lested . 
three months at temperature of 95° C. Acid and saponification numbers were . 
checked constantly with determination of ash content immediately after the 
tests. Results are given in summary form describing seven pages of appended 
graphs and tables. Report totals 11 pp, dated 9 July 1951, initialed under 
stamp “Material Testing Me 175 Chemical Laboratory". 


2. Examination of DIE-Turbine Oils 1-} 
Description of egine Giiien: en a number of DTE-turbine oils, and comparison. 
of individual tests. Results are presented in three pages of graphs and tables. 


Report totals seven pages, dated 18 December 1950, initialed under stamp 
"Material Testing Me 175, Physics Laboratory and Laboratory for Paints™, 25X1A 


25X1A 


25X14 CLASS FICAT 
SIFICATION gEcREN 


Approved For Release 2002/08/15 : CIA-RDP82-00457R013000250002-2 


hepa 


3s 


4, 


2: "Approved For Release 2002/08/15 : CIA-RDP82-00457R013000250002-2° 


ae lh ‘SECRET : eh ae T..._] 

Be PES OS BC + ee ces ee 4g eR RS . 
| a ne _ Bee sa QEIAS. 

\fixamina tion of Russian Turbine O11 in the Baader Apparatus 1-2 | 


Desoribes régults. of teste: to, doternine changéa in peopertion under 
effect of various metals and possibility for use of modification. 


processes. Tests concern one original oil and two modifications. | 
“Results are graphed and tabulated. Report totals four pages,. dated . 
18 December 19505, initials and stamp same as 2 above, 


Examination of Various Turbine Oils 1-5 


. menesithee peau te of teste on a sGubex of Luetzkendorfer texbine- 


oils by the Baader process to compare individual treatment processes, 


«Peat conditions were similar to those in 1 above. ‘Results are graphed 


oe {Report on & Series of Greases 1-4 


2 sea Teate were conducted on products coming from Mieste, Branden. 


tand tabulated. Report totals eight pages, dated 16: Decenher 1950. 
oInitials and stamp as in 2. above. ; 


| 
_Desopibes tests! to determine physical and chemical. iveberttan of. 


» Leipzig, Zeitz, and Werdau. Tests were based. mostly: on DIN 
biel J Pipe pe Results are presented in six pages of tables and . 
graphs. Distribution indicates that copies went to the German a 
Democratio Republic, Ministry of Heavy Industry, Main Administra- | 25X1A 
[es 


, Sion for Chemistry. Report totals 10 pages, 
“ no signature ‘or, stampe 
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